Flush Canopy - At Eave - Welded Clip  
End Frame - Setback Less Than 10" - Flush Girt

COLUMN DEPTH IS LESS THAN 1’-3”  
RIGID END FRAME

CROSS SECTION FOR BOLT SIZE  
AND QUANTITY

EAVE CHANNEL

CANOPY PURLIN  
(WHEN REQUIRED)

EAVE STRUT

REFER FRAME

CANOPY RAFTER

DETAIL AT WALL LINE

SHEETING CLIP  
CL292 ATTACH WITH
(2) Fastener #12A  
12–14 x 1” P.H. DP3

EAVE STRUT

PURLIN

CANOPY RAFTER

CANOPY PURLIN  
(WHEN REQUIRED)

SHEETING ANGLE  
(EXTEND PASS  
SIDEWALL STEEL  
LINE)

RIGID FRAME  
COLUMN

EAVE CHANNEL

TOP AND BOTTOM  
(1) Fastener #12A  
12–14 x 1” P.H. DP3

CANOPY CAP  
CHANNEL

CLIP PC22 WITH  
(4) Fastener #1B  
1/4–14 x 1 1/4” DP3

NOTES: ALL BOLTS TO BE 5/8" UNLESS NOTED.  
FOR REQUIRED LENGTH REFER TO GRIP  
TABLE ON CUSTOM ERECTION DRAWINGS.

CANOPY RAFTER CONNECTIONS AND STIFFENERS  
DEPicted WILL VARY PER DESIGN REQUIREMENTS.